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Powering your Network

AEN8024-2015-07-31

L2/L3 Switching

Load Balancing

Software Specification

·Spanning Tree Protocol

·802.1q VLAN Tagging

·Static Routing

·Dynamic Routing

  - RIP v1, RIP v2, OSPF v2, BGP

·L4 Load Balancing 

  - SLB, FLB VPNLB, SSL-VPNLB, CSLB, IDSLB

·L7 Load Balancing Methods

  - URL Based Switching

  - Cookie Persistence

·Global Server Load Balancing

·Scheduling

  - Round Robin, Least Connections

  - Weighted Round Robin, Weighted Least Connections

  - Source/Destination/Mixed IP Hashing

  - Dynamic Weighted

·Health Check Type

  - ICMP, TCP, HTTP Contents

·Routing Mode

  - DSR, Destination NAT, Full NAT

·High Availability

  - Active-Standby, Service to Service Failover, Active-Active

Security

·Signature Filtering

  (Worm, Exploit, Malware)

·Worm Virus

·Dos/DDoS

  (SYN Cookie, Flooding Attack

   Prevention and etc.)

·L7 Custom Filter

·Server Surge

·Client Surge

·Dynamic ACL

AFE

·Caching

·Compression

·SSL Offloading / Accelerating

·TCP Multiplexing

System & Network Management

·Command Line Interface ·Web-Based GUI(HTTP or HTTPS)

·Telnet, SSH ·SNMP, Syslog, E-mail Alert

Warranty

·1-year Hardware and Software Maintenance

  Order Information

Model AEN8024

Layer4 Load Balancing

Layer7 Load Balancing

IPv6

Security

Safe Controller Edition Optional

Acceleration Edition Optional

Security Update Service Optional

  Hardware Specification

Model AEN8024

Gigabit Ethernet Ports 8

16

Main Memory 4GB(MAX 32GB)

Flash Memory(SSD) 16GB*2

Concurrent Session 15M (Max 20M)

VLAN(802.1Q) 4,096

Virtual Server/Real Server 2,048

Storage(Optional) 160GB or SSD 64GB

Throughput 2/4/8Gbps

L4 CPS 450K (Max 500K)

MAC Address 32K

Humidity 5% ~ 85%

Power 460W Hot-Swap Redundant power

Dimensions (H x W x D) 88 x 432 x 535mm

AEN8024

Backplane 88Gbps


